MEASURE MATERIALS

MULCH

1yard mulch covers 100 sq ft 3” deep
(Use this number for new installs.)

1yard mulch covers 200 sq ft 1.5” deep
(Use this number for topdressing existing mulch beds.)

SOIL/COMPOST

1yard soil/compost covers 100 sq ft 3” deep

ROCK

1ton covers 80 sq ft 3” deep
(Use this number for new installs.)

1ton covers 160 sq ft 1.5” deep
(Use this number for topdressing existing rock beds.)

FLAGSTONE

1ton of 2” thick flagstone covers
approximately 80 sq ft of surface area.

As professional landscape installers, Lincoln

Landscaping can give you expert advise when

choosing and purchasing landscape materials
for your “do it yourself” project.
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Soil, compost,
mulch, river
rock, boulders,
flagstone,
aggregate,
hardscaping
materials and
more available
for retail!

Lincoln

Landscaping
“We Dig Plantc”

DRAINAGE SOLUTIONS

Learn about our common sense approach.

LANDSCAPE SUPPLY

Landscape supplies available for your DIY
project! Learn how to measure for material.

402-423-0334
10810 Saltillo Road

LincolnLandscapingCompany.com




DRAINAGE SOLUTIONS

To correct drainage problems, Lincoln
Landscaping uses a straight forward approach.
We address issues on the outside of the house.
We do not perform any work on the foundation of
your home. There are some very simple solutions
that fix the majority of drainage problems:

- Change the grade around your foundation.

- Install drain tile off of down spouts to divert
water away from the house.

- Install a dry creek bed to divert water away
from the house.

- Install drain boxes in problem areas to stop
standing water issues.

Components that make up an effective drainage system.

BLOCK WINDOW WELL

This allows us to raise the grade
around existing window wells
that are too low. They can be
capped for a more finished look.

DRAINAGE FROM DOWN SPOUTS

Moving water from the down spouts away from the
foundation is extremely important. This simple fix
helps to solve a lot of water issues.

PUDDLES IN YARD

An over-saturated yard not only kills sod, it creates
muddy feet on pets and guests, tracking debris into
the home. Puddles can also cause mosquito and
insect breeding grounds. Catch basins and grates
can be used in the low spots to channel water
away from the problem area.

DRY CREEK BEDS

Dry creek beds are aesthetic
and functional, effectively
moving water out of your
yard. This type of dry creek
bed has no drain tile and is
designed for low water flow.

DRY CREEK BED WITH DRAIN TILE

Dry creek beds are a nice accent to your
landscaping while effectively moving water out
of your yard. This type of system incorporates
drain tile which helps collect and move larger
volumes of water.
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